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puts safety first

Key Points:

e *Available as a set
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e **RC-50 cylinder has non-removable grooved saddle and no collar thread.
e **D1=1.63",L-.81",M=1.00"
e Green shaded columns deonte rental invetory.

Hydraulic Cylinders
5 - 100 Ton Single-Acting

Specifications
Cylinder|Stroke| Cylind.er 0il Cap. Collgpsed Exte_nded Out_side Cylinder PIur_lger Base tof Sac_idle Saddl_e Collar | Collar
Model | Cap. Effective Height | Height | Dia. - | Dia. | Adv. | Dia. | Protrusion | Thread |Thread
Number| Tons Area - Bore_Dla. Port from Plngr. Length
(Max) | (in) (in?) (i’ A (in) B (in) | D(in) E (in) F(in) | H(in) [ J (in) K (in) W (in) | X(in) | (Ibs)
RC-50* 63 99 62 1.63 2.25 2.31 113 1.00 75 = = 2.2
RC-51 1.00 .99 .99 4.34 5.34 1.50 1.13 1.00 75 | 1.00 .25 11/2-16 [ 113 | 2.3
RC-53 5 3.00 .99 2.98 6.50 9.50 1.50 1.13 1.00 75 | 1.00 .25 11/2-16 [ 113 | 3.3
RC-55* | (4.9) | 5.00 .99 4.97 8.50 13.50 1.50 1.13 1.00 75 | 1.00 .25 11/2-16 [ 113 | 4.1
RC-57 7.00 .99 6.96 | 10.75 17.75 1.50 1.13 1.00 75 | 1.00 25 11/2-16 | 113 | 5.3
RC-59 9.13 .99 9.07 | 1275 21.88 1.50 1.13 1.00 75 | 1.00 25 11/2-16 [ 1.13 | 6.1
RC-101 100 | 224 2.24 3.53 453 2.25 1.69 1.50 75 21/414| 106 | 40
RC-102* 213 | 224 4.75 4.78 6.91 2.25 1.69 1.50 75 | 1.38 25 21/4-14 | 113 | 5.1
RC-104 413 | 224 9.23 6.75 10.88 2.25 1.69 1.50 75 | 1.38 25 21/4-14 | 1.06 | 7.2
RC-106*| 1o 613 | 224 [1370| 975 15.88 2.25 1.69 1.50 75 | 1.38 25 21/4-14 | 113 | 938
RC-108 | (11.2) [ 800 | 224 | 17.89 | 11.75 19.75 2.25 1.69 1.50 75 | 1.38 .25 21/4-14 | 1.06 12
RC-1010* 1013 | 224 | 2265 | 1375 23.88 2.25 1.69 1.50 75 | 1.38 .25 21/4-14 | 113 14
RC-1012 1200 | 224 | 2684 | 1575 27.75 2.25 1.69 1.50 75 | 1.38 .25 21/4-14 | 1.06 15
RC-1014 1400 224 |3131 | 1775 31.75 2.25 1.69 1.50 75 | 1.38 .25 21/4-14 | 1.06 18
RC-151 1.0 3.14 3.14 4.88 5.88 2.75 2.00 1.63 75 | 1.50 38 23/416 | 119 | 7.2
RC-152 200 | 3.14 6.28 5.88 7.88 2.75 2.00 1.63 75 | 150 .38 23/4-16 | 1.19 9
RC-154* 400 | 314 |[1257 | 7.88 11.88 2.75 2.00 1.63 75 | 150 .38 23/4-16 | 1.19 11
RC-156*| 15 6.00 [ 314 | 1885 | 10.69 16.69 2.75 2.00 163 | 1.00 | 150 .38 23/4-16 | 1.19 15
RC-158 | (15.7) [ 8.00 | 3.14 [ 2513 | 12.69 20.69 2.75 2.00 163 | 1.00 | 150 .38 23/4-16 | 1.19 18
RC-1510 10.00 | 314 | 3142 | 1469 24.69 2.75 2.00 163 | 1.00 | 1.50 .38 23/4-16 | 1.19 21
RC-1512 1200 314 |3770 | 16.69 28.69 2.75 2.00 163 | 1.00 | 150 .38 23/4-16 | 1.19 24
RC-1514 1400 314 | 4398 | 1869 32.69 2.75 2.00 163 | 1.00 | 1.50 .38 23/4-16 | 1.19 26
RC-251 100 | 5.16 5.16 5.50 6.50 3.38 2.56 225 | 1.00 | 2.00 A 35/16-12| 1.94 13
RC-252* 200 [ 516 | 10.31 6.50 8.50 3.38 2.56 225 | 1.00 | 2.00 M 35/16-12 1.94 14
RC-254* 400 | 516 | 2063 | 8.50 12.50 3.38 2.56 225 | 1.00 | 2.00 M 35/16-12| 1.94 18
RC-256*| o5 6.25 | 516 | 3223 | 1075 17.00 3.38 2.56 225 | 1.00 | 2.00 M 35/16-12| 1.94 22
RC-258 | (25.8) | 825 | 5.16 | 4255 [ 12.75 21.00 3.38 2.56 225 | 1.00 | 2.00 4 35/16-12| 1.94 27
RC-2510 1025 | 516 | 5286 | 14.75 25.00 3.38 2.56 225 | 1.00 | 2.00 A 35/16-12| 1.94 31
RC-2512 1225 516 | 6318 | 16.75 29.00 3.38 2.56 225 | 1.00 | 2.00 A 35/16-12| 1.94 36
RC-2514* 1425 516 | 7349 | 18.75 33.00 3.38 2.56 225 | 1.00 | 2.00 M 35/16-12| 1.94 39
RC-308 |30 (32.4)[ 825 | 6.49 | 5356 [ 15.25 23.50 4.00 2.88 225 | 225 | 2.00 M 35/16-12| 1.94 40
RC-502 2.00 | 11.04 | 2209 | 694 8.94 5.00 3.75 313 | 1.31 | 281 1 5-12 | 219 33
RC-504 | 5q 400 | 11.04 | 4418 | 894 12.94 5.00 3.75 313 | 131 | 281 A1 5-12 | 219 42
RC-506*| (55.2) | 6.25 | 11.04 | 69.03 | 11.13 17.38 5.00 3.75 313 | 1.38 | 2.81 A1 5-12 | 2.19 51
RC-5013 13.25| 11.04 |146.34| 18.13 31.38 5.00 3.75 313 | 1.38 | 281 11 5-12 | 219 83
RC-756 | 75 6.13 | 1590 [97.41 | 11.25 17.38 5.75 4.50 375 | 1.19 | 281 23 53/4-12 | 1.75 65
RC-7513| (79.5) [13.13]| 1590 [208.74| 19.38 32.50 5.75 4.50 3.75 | 119 | 281 23 53/4-12 | 1.75 | 130
RC-1006] 100 | 6.63 | 20.63 |136.67 | 14.06 20.69 7.00 5.13 473 | 1.63 | 2.81 1 67/8-12 | 1.75 | 130
RC-10010| (103.1) [10.25 | 20.63 |211.45| 17.69 27.94 | 7.00 5.13 413 | 1.63 | 281 A1 67/8-12 | 1.75 | 160




