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6,600 lbs. Capacity Air Winch (SanEi MP-W30) ** NOTE: Cable Strength is the Breaking Strength.

The Recommended safety factor for wire rope is;
Pulling - 3.5:1 Lifting - 5.0:1

Winch Model: MP-W30 Manufacture: SanEi
Weight (lbs.): 1130 (No Cable)

Line Pull (lbs.) 6,600 Line Speed (fpm) 62.3 @ capacity Wire Rope Storage Capacities
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Full Drum Capacity 1050' (5/8" wire rope) Drum Width 18.91
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** Nominal capacity rating complies with ANSI B30.7 for Base Mounted Drum Hoists. Provides 5:1 design factor based on the rated line pull.
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Wire Rope Selections for Winches

Lifting vs. Pulling

*Nominal capacity rating complies with ANSI 830.7 for Base Mounted Drum Hoists. Provides 5:1 design factor based on the rated line pull.

*Based on improved plow steel wire rope with independent wire core, except HSU models which require extra improved plow steel.

*Regarding ropes, ANSI 830. requires a minimum of 3:5:1 origin factor with 15:1 rope pitch diameter to drum diameter for most winching applications (e.g. 

pulling/hauling and anchor handling). For lifting and lowering a 5:1 design factor with an 18:1 rope pitch diameter to drum diameter is required.

*Extra improved plow steel IWRC wire rope.


